
DESCRIPTION: BOSPHORUS
Construction:
Strong, very flexible, and smooth non-toxic, transparent plasticized PVC.
Shock resistant galvanised steel spiral wire.
Crushing, abrasion and weather resistant, smooth outside.
Temperature range: -30 °C / +50 °C
EC2011/10 ABCD1
Application:
For suction and delivery of water, mineral water, fruit juices, liquids etc. In shipyards, industries, buildings. 
In agricultural and Industrial machineries.
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BOS 008 5/16" 8 305 21 9 20 135 50
BOS 010 3/8" 10 305 21 9 20 160 50
BOS 012 1/2" 12 305 21 9 25 180 50
BOS 014 14 261 18 9 30 200 50
BOS 016 5/8" 16 261 18 9 35 225 SO
BOS 018 18 261 18 9 40 280 50
BOS 020 20 218 15 9 50 340 50
BOS 025 1" 25 218 IS 9 60 510 50
BOS 030 30 174 12 9 70 500 50
BOS 032 1 1/4" 32 174 12 9 75 650 50
BOS 035 35 174 12 9 80 730 50
BOS 038 1 1/2" 38 174 12 9 90 800 50
BOS 040 40 131 9 9 95 870 50
BOS 045 45 131 9 8 100 1100 50
BOS 051 2" 51 131 9 8 120 1200 50
BOS 060 60 102 7 7 130 1800 50
BOS 063 2.1/2" 63 102 7 7 145 1950 50
BOS 073 70 87 6 7 175 2200 50
BOS 075 3" 76 87 6 7 190 2500 30
BOS 080 80 87 6 7 210 2700 30
BOS 090 90 87 6 6 250 3000 30
BOS 102 4" 102 87 6 6 290 3400 30
BOS 105 105 87 6 6 310 3490 30
BOS 114 114 87 6 6 335 4380 30
BOS 127 5" 127 87 6 6 375 4700 30
BOS 152 6" 152 87 6 6 450 6350 30


