Water hoses

Agriflat Layflat multi-function hose

Fire-fighting, water and air handling hose. Qil-fuel and acid resistant.
Also suitable for dung, irrigation and draining applications. High
tensile strength, heavy duty polyester/polyamide yarns. Fully
embedded in the rubber compound. Ozone- and weather resistant,
space saving and easy handling.

Temperature range : -20°C / +100°C (water)

Construction : NBR/PVC compound, pressed through the
textile in an extrusion process. Cover black
ribbed for good abrasion resistance and
protection against contact with heat.

Marking: 77 Coil length : possible till 200 meter upon request
o Inner mm Wall mm PN/bar at 20°C PB/bar kg/mtr Length mtr Art.-No.
18,5 2 25 75 0,160 20/100 3070 019000
255 2 25 75 0,180 20/100 3070 025000
32 2 20 60 0,230 100 3070 032000
38 2 16 50 0,280 20/ 100 3070 038000
52 2.2 16 50 0,370 20/100 3070 050000
65 2,2 16 50 0,510 100 3070 063000
76 25 16 50 0,680 20/ 100 3070 075000
90 2,8 16 50 0,900 100 3070 090000
102 2.8 16 50 1,000 20/100 3070 100000
127 3 15 45 1,400 20/100 3070 125000
152 3 14 42 1,700 20/50 3070 150000
203 3,3 10 30 2,400 50 3070 200000
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Cutted length possible.

(see catalogue 12-K P. 21) (see catalogue 12-K P. 20) (see catalogue 12-K P. 77)

20



